5J-20.025 Color Scheme for Piping Identification.

(1) All bulk plant liquid liquefied petroleum gas valves and all piping, fittings and pipe coverings within thirty (30'') inches of such valves shall be painted red; and all bulk plant vapor liquefied petroleum gas valves and all piping, fittings and pipe coverings within thirty (30'') inches of such valves shall be painted yellow. Where the piping handles liquefied petroleum gas other than propane, the same color coding is to be used and each of the aforestated colors shall be striped with a white stripe – minimum 3/4'' inches wide, maximum 1-1/2'' inches wide with not more than three (3'') inches and not less than two (2'') inches separation between such stripes.

(2) Color used on the remainder of the liquid piping shall show contrast to red and shall not be yellow.

(3) Color used on the remainder of the vapor piping shall show contrast to yellow and shall not be red.

(4) In the absence of local coloring codes to the contrary, all water valves and all piping and fittings within thirty (30'') inches of such valves located in the liquefied petroleum gas bulk plants shall be colored blue. The remaining piping shall show contrast to blue and shall not be red or yellow.

Rulemaking Authority 527.06 FS. Law Implemented 527.06 FS. History–New 8-7-80, Formerly 4A-1.21, 4B-1.16, 4B-1.016, 5F-11.025.

