40D-8.041 Minimum Flows.

(1) Minimum Flows for the Lower Hillsborough River.

(a) For the purposes of Minimum Flows, the Lower Hillsborough River is defined as the River downstream of Fletcher Avenue. A tributary of the Lower Hillsborough River is Sulphur Springs, an artesian spring which enters the River via a short spring run at a point 2.2 miles downstream of the City’s dam.

(b) Effective August 7, 2000, the Minimum Flow for the Lower Hillsborough River shall be at the rate of flow of ten (10) cubic feet per second (cfs) at the base of the dam as measured at the Rowlett Park Drive bridge gauging station. Through December 31, 2007, the City shall be required to supply this Minimum Flow from the Reservoir when the surface water elevation is above 22.5 NGVD at USGS Gauge 02304500. Because the storage of water within the Reservoir is critical to the public health, safety, and welfare of those dependent on the City potable water supply, this flow requirement may be met by diverting flow from sources other than the City’s Reservoir. The City shall provide this flow from sources other than the City’s Reservoir, when the surface water elevation is below 22.5 ft. NGVD at USGS Gauge 02304500 and it is feasible to provide the flow without compromising public health, safety or welfare. This Minimum Flow has been determined based on the loss of historical hydrologic functions, the existing changes and structural alterations in and along the river and its water shed pursuant to subsection 373.0421(1), F.S., and the dependence of viable ecological communities downstream of the dam on flows from the Hillsborough River and Sulphur Springs. Following completion of the District and City study described in paragraph 40D-80.073(4)(d), F.A.C., the Minimum Flow shall be re-established, as necessary, based on the results of the study.

(2) Pursuant to the District priority schedule for establishment of minimum flows and levels required by Section 373.042, F.S., the District will establish a Minimum Flow for Sulphur Springs by December 31, 2001.

(3) Minimum Flows for Middle Peace River.

(a) The Minimum Flows are to ensure that the minimum hydrologic requirements of the water resources or ecology of the natural systems associated with the river are met.

(b) Minimum Flows for the Middle Peace River at the USGS Peace River Arcadia Gage (“Arcadia Gage”) are set forth in Table 8-6 below. The long-term compliance standards set forth in Table 8-7 are established based on the application of the Minimum Flows to the lowest anticipated natural flow conditions. Minimum Flows for the Middle Peace River are both seasonal and flow-dependent. Two standards are flow-based and applied continuously regardless of season. The first is a Minimum Low Flow threshold of 67 cfs at the Arcadia Gage. The second is a Minimum High Flow threshold of 1,362 cfs at the Arcadia Gage. The Minimum High Flow is based on changes in the number of days of inundation of floodplain features. There are also three seasonally dependent or Block-specific Minimum Flows. The Block 1 and Block 2 Minimum Flows are based on potential changes in habitat availability for fish species and macroinvertebrate diversity. The Block 3 Minimum Flow is based on changes in the number of days of connection with floodplain features.

	Table 8-6 Minimum Flow for Middle Peace River at USGS Peace River at Arcadia Gage
	
	
	

	Period 
	Effective Dates 
	Where Flow on Previous Day Equals:
	Minimum Flow Is:

	Annually
	January 1 to December 31
	
67

67 cfs and 1,362

1,362
	67 cfs

Seasonally dependent – see Blocks below

Previous day flow minus 8%

	Block 1
	April 20 to June 25
	
67

67 cfs and 75 cfs

75 cfs and 1,362 

1,362
	67 cfs

67 cfs

previous day flow minus 10%

previous day flow minus 8%

	Block 2
	October 27 to April 19
	
67

67 cfs and 82 cfs

82 cfs and 1,362 

1,362
	67 cfs

67 cfs

previous day flow minus 18%

previous day flow minus 8%

	Block 3
	June 26 to October 26
	
67 cfs

67 cfs and 73 cfs

73 cfs and 1,362 cfs

1,362
	67 cfs

67 cfs

previous day flow minus 13%

previous day flow minus 8%


	Table 8-7 Compliance Standards for Middle Peace River at Arcadia Gage
	
	

	Minimum Flow
	Hydrologic Statistic
	Flow (cfs)

	Annual Flow (January 1 through December 31)
	10-Year Mean

10-Year Median

5-Year Mean

5-Year Median
	547

243

534

196

	Block 1 (April 20 through June 25)
	10-Year Mean

10-Year Median

5-Year Mean

5-Year Median
	219

121

160

64

	Block 2 (October 27 through April 19)
	10-Year Mean

10-Year Median

5-Year Mean

5-Year Median
	359

182

300

122

	Block 3 (June 26 through October 26) 
	10-Year Mean

10-Year Median

5-Year Mean

5-Year Median
	977

631

790

382


(c) Compliance – The Minimum Flows are met when the flows in Table 8-7 are achieved.

(4) Minimum Flows for Myakka River. 

(a) The Minimum Flows are to ensure that the minimum hydrologic requirements of the water resources or ecology of the natural systems associated with the river are met. 

(b) Minimum Flows for the Myakka River at the USGS Myakka River near Sarasota Gage USGS # 02298830 (“Sarasota Gage”) are set forth in Table 8-10 below. The long-term compliance standards set forth in Table 8-B are established based on the application of the Minimum Flows to the lowest anticipated natural flow conditions. Minimum Flows for the Myakka River are both seasonal and flow dependent. Two standards are flow-based and applied continuously regardless of season. The first is a Minimum Low Flow threshold of 0 cfs at the Sarasota Gage. The second is a Minimum High Flow threshold of 577 cfs at the Sarasota Gage. The Minimum High Flow is based on changes in the number of days of inundation of floodplain features. There are also three seasonally dependent or Block specific Minimum Flows. The Block 1 and Block 2 Minimum Flows are based on potential changes in habitat availability for fish species and macroinvertebrate diversity. The Block 3 Minimum Flow is based on changes in the number of days of connection with floodplain features.

	Table 8-10 Minimum Flow for Myakka River at USGS Myakka River near Sarasota Gage
	
	
	

	Period 
	Effective Dates 
	Where Flow on Previous Day Equals:
	Minimum Flow Is

	Annually
	January 1 to December 31
	0 cfs

0 cfs
	0 cfs

Seasonally dependent  see Blocks below

	Block 1
	April 20 to June 25
	 0 cfs

0 cfs


	0 cfs

previous day flow minus 15%

	Block 2
	October 27 to April 19
	0 cfs

0 cfs
	0 cfs

previous day flow minus 5%

	Block 3 
	June 26 to October 26
	0 cfs

0 cfs and 577 cfs

577 cfs
	0 cfs

previous day flow minus 16%

previous day flow minus 7%


(c) Compliance – The Minimum Flows are met when the flows in Table 8-11 are achieved. 

	Table 8-11 Compliance Standards for Myakka River at USGS Myakka River near Sarasota Gage
	
	

	Minimum Flow
	Hydrologic Statistic
	Flow (cfs)

	Annual Flow
	10-Year Mean

10-Year Median

5-Year Mean

5-Year Median
	172

12

149

5

	Block 1
	10-Year Mean

10-Year Median

5-Year Mean

5-Year Median
	23

0

4

0

	Block 2 
	10-Year Mean

10-Year Median

5-Year Mean

5-Year Median
	28

4

15

3

	Block 3 
	10-Year Mean

10-Year Median

5-Year Mean

5-Year Median
	324

181

241

133
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