65C-14.111 Structural and Safety Requirements.

(1) Campsites shall be of a design which provides sufficient protection from the elements and shall be of safe construction. These structures shall be covered with durable flame proof material.

(2) Each group campsite shall have running water and shall maintain designated fire stations. All campers shall be instructed in fire prevention and in the use of equipment and techniques for fighting small fires.

(3) Latrine areas within the group campsites shall be designed and maintained in accordance with state and local health regulations.

(4) Toilets shall provide for individual privacy.

(5) Showers or tubs shall be provided and hot water made available for bathing.

(6) Mirrors, which are nondistorting, shall be placed in appropriate places at reasonable heights as an aid to grooming.

(7) Non-permanent structures used for sleeping shall be located on dry land. The sleeping structure shall promote comfort and reasonable protection from weather, insects and have a floor which is smooth, kept in a clean condition and in good repair.

(8) Permanent sleeping structures shall provide roofs, exterior walls, doors and windows which are weathertight and watertight and shall be in sound condition and in good repair.

(9) The location of a campsite shall not present a fire, health or safety hazard.

(10) Gasoline, kerosene and flammable materials shall be stored in covered safe containers plainly labeled as to their contents.

Specific Authority 409.175 FS. Law Implemented 409.175 FS. History–New 7-1-87, Formerly 10M-9.105.

