62-252.200 Definitions.

The following words and phrases when used in this chapter shall, unless content clearly indicates otherwise, have the following meanings:

(1) “Department” – The State of Florida Department of Environmental Protection.

(2) “Gasoline” – Any petroleum distillate or petroleum distillate/alcohol blend having a Reid vapor pressure of 4 pounds per square inch (27.6 kilopascals) or greater.

(3) “Gasoline Dispensing Facility” – Any site where gasoline is dispensed to motor vehicle gasoline tanks from stationary storage tanks.

(4) “Independent Small Business Marketer of Gasoline” – A person or entity engaged in the marketing of gasoline who would be required to pay for the procurement and installation of vapor recovery equipment; i.e., the owner of the tanks and other dispensing equipment at a gasoline dispensing facility. A person or entity is not an independent small business marketer of gasoline if such person or entity:

(a) Is a refiner;

(b) Controls, is controlled by, or is under common control with a refiner;

(c) Is otherwise directly or indirectly affiliated with a refiner or with a person or entity who controls, is controlled by, or is under common control with a refiner (unless the sole affiliation is by means of a supply contract or an agreement or contract to use a trademark, trade name, service mark, or other identifying symbol or name owned by such refiner or any such person or entity); or

(d) Receives less than 50 percent of its annual income from refining or marketing of gasoline.

(5) “Refiner” – A person or entity engaged in producing gasoline, kerosene, distillate fuel oils, residual fuel oils, lubricants, or other products through distillation of petroleum or through the redistillation, cracking, or reforming of unfinished petroleum derivatives, and whose total refinery capacity is 65,000 barrels per day or greater. In determining the total refinery capacity, the capacity of any persons or entities who control, are controlled by, or are under common control with the refiner will be included with the capacity of such refiner.

(6) “Reid Vapor Pressure” – The absolute vapor pressure of volatile crude oil and volatile non-viscous petroleum liquids except liquefied petroleum gases as determined by American Society for Testing and Materials (ASTM) method D323-89.

(7) “Significant Defect” – Any defect in a vapor recovery system that may reduce the ability of the system to capture 95 percent by weight of the gasoline vapors that are generated during motor vehicle refueling.

(8) “Significant Modification” – Any modification of underground or aboveground gasoline storage tanks and their appurtenances that shall give the owner or operator a reasonable opportunity to install a Stage II vapor recovery system. Such modifications shall include, but not be limited to: replacement of underground pipes; replacement, repair or reconditioning of any gasoline storage tank facility; addition of any gasoline storage tanks to an existing storage tank facility; or installation of any Stage II vapor recovery piping.

(9) “Stage I Vapor Recovery System” – A system that captures and transfers gasoline vapors, which are generated by the transfer of gasoline from a delivery vessel to a gasoline dispensing facility’s stationary tanks, into a vapor-tight delivery vessel through direct displacement caused by the gasoline being loaded.

(10) “Stage II Vapor Recovery System” – A system that captures and transfers gasoline vapors, which are generated during motor vehicle refueling, into a gasoline dispensing facility’s stationary tanks.

(11) “Submerged Filling” – The filling of a tanker truck or gasoline dispensing facility storage tank as follows:

(a) Tanker Truck: Filling with a drop tube which extends within six inches of the bottom of the compartment or through a nozzle installed at or within six inches of the bottom.

(b) Gasoline Dispensing Facility with Underground Tank: Filling with a drop tube or pipe which extends to within six inches of the tank bottom.

(c) Gasoline Dispensing Facility with Side-Loaded Tank: Filling through a fill pipe which has its discharge opening completely submerged when the liquid level in the tank is 18 inches above the bottom of the tank.

(12) “Vapor Recovery System” – A system that collects and conserves vapors that would otherwise be released to the atmosphere.
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