62-785.100 Referenced Guidelines.

Specific references to the guidelines listed below are made within this chapter. The guidelines are not standards as defined in Section 403.803, F.S. Use of these guidelines is not mandatory; the guidelines are included for informational purposes only.

(1) Approach to the Assessment of Sediment Quality in Florida Coastal Water, Volumes 1-4, dated November 1994.

(2) Technical Report: Development of Cleanup Target Levels (CTLs) for Chapter 62-777, F.A.C., Final Report, dated February 2005.

(3) Chapter 62‑785, F.A.C., Brownfields Risk‑Based Corrective Action (RBCA) Process Flow Charts, dated December 23, 2004. 

(4) American Society for Testing and Materials (ASTM) RBCA Fate and Transport Models: Compendium and Selection Guidance, dated 1999.

(5) Guidance for the Selection of Analytical Methods and for the Evaluation of Practical Quantitation Limits, dated October 12, 2004.

(6) Management of Contaminated Media for RCRA, dated August 21, 2002.

(7) Development and Evaluation of Numerical Sediment Quality Assessment Guidelines for Florida Inland Waters, dated January 2003.

(8) Institutional Controls Procedures Guidance, Division of Waste Management, Florida Department of Environmental Protection, dated November 2004.

(9) Guidance for Evaluating the Technical Impracticability of Ground‑Water Restoration, Environmental Protection Agency, draft Interim Guidance, dated September 1993. (Note: Terminology used in this publication may be inconsistent with language used in this rule chapter.)

(10) Toxicity Test Methods, Florida Department of Environmental Protection Interoffice Memorandum, dated June 24, 2004.
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