Notice of Proposed Rule

DEPARTMENT OF ENVIRONMENTAL PROTECTION
Beaches and Coastal Systems
RULE NOS.:
RULE TITLES: 
62B-33.002
Definitions
62B-33.004
Exemptions from Permit Requirements
62B-33.005
General Criteria for Areawide and Individual Permits
62B-33.0051
Coastal Armoring and Related Structures
62B-33.008
Application Requirements and Procedures for Areawide and Individual Permits
62B-33.0081
Survey Requirements
62B-33.0086
Electronic Submittals
PURPOSE AND EFFECT: The Department is proposing updates to the Rules and Procedures for Coastal Construction and Excavation (Permits for Construction Seaward of the Coastal Construction Control Line and Fifty-foot Setback) to add clarity consistent with statutory intent. The amendments will add definitions for new armoring classifications and relative sea level rise to streamline procedures to obtain coastal construction permits. The amendments will update forms incorporated by reference, add minimum design standards for armoring, and update vulnerability thresholds for armoring.
SUMMARY: The Department is amending the above-mentioned rules to update and incorporate referenced forms and add specific definitions and clarifying language to account for more streamlined permitting for armoring repair and reconstruction following erosive events. The Department will also incorporate sea level changes over time into the modeling analysis and evaluation of proposed projects. The Department will also add more detail to turtle protective criteria, add minimum design criteria for the armoring portion of the rule, and further redefine the high frequency storm interval vulnerability requirement for armoring.
Other Rules Incorporating by reference this Rule:
62B-34.040(2)(f) and (2)(h)3. Application Fees and Information Requirements. (62B-33.008, 62B-33.0081)
62B-34.050(14) General Conditions. (62B-33.005)
62B-34.055(3)(c) Minor Structures. (62B-33)
62B-34.070(1)(b) and (2) Single Family Dwellings. (62B-33.002)
62B-34.085(2)(f) Minor Reconstruction of Existing Coastal Armoring Structures (62B-33)
62B-34.090(2)(c), (3)(a), and (3)(b) Dune Restoration. (62B-33)
62B-54.001(3)(b) and (3)(c) Definitions. (62B-33)
Summary of Effects on Other Rules Incorporating by this Rule by Reference: There is no effect anticipated from the amendments proposed for chapter 62B-33, F.A.C., on any provision of chapter 62B-34 or 62B-54, F.A.C. All referenced components of 62B-33 within chapters 62B-34 and 62B-54, F.A.C., remain unchanged. 
SUMMARY OF STATEMENT OF ESTIMATED REGULATORY COSTS AND LEGISLATIVE RATIFICATION: 
The Agency has determined that this will not have an adverse impact on small business or likely increase directly or indirectly regulatory costs in excess of $200,000 in the aggregate within one year after the implementation of the rule. A SERC has not been prepared by the Agency. 
The Agency has determined that the proposed rule is not expected to require legislative ratification based on the statement of estimated regulatory costs or if no SERC is required, the information expressly relied upon and described herein: The amendments will not increase any regulatory costs or fees, either directly or indirectly.
Any person who wishes to provide information regarding a statement of estimated regulatory costs, or provide a proposal for a lower cost regulatory alternative must do so in writing within 21 days of this notice.
RULEMAKING AUTHORITY: 20.255(8), 161.052(11), 161.053(20), 161.085(5), 403.061(45), F.S.
LAW IMPLEMENTED: 20.255(8), 161.052(1), (2), (3), (4), (5), (6), (7), 161.053(1), (2), (4), (5), (6), (8), (9), (11), (12), (14), (17), (18), (19), (21), 161.0535, 161.054(1), (2), (5), 161.0535, 161.054(1), (2), (5), 161.085(1), (2), (3), (4), (6), (7), (8), (9), (12), 403.061(45), F.S.
IF REQUESTED WITHIN 21 DAYS OF THE DATE OF THIS NOTICE, A HEARING WILL BE HELD AT THE DATE,TIME AND PLACE SHOWN BELOW(IF NOT REQUESTED, THIS HEARING WILL NOT BE HELD): 
DATE AND TIME: April 29, 2026, 10:00 a.m. EDT.
PLACE: Conference Room 609, 2600 Blair Stone, Tallahassee 32399
Public participation is solicited without regard to race, color, religion, sex, pregnancy, national origin, age, handicap, or marital status. Persons who require special accommodations under the American with Disabilities Act (ADA) or persons who require translation services (free of charge) are asked to contact DEP’s Limited English Proficiency Coordinator at (850)245-2118 or LEP@FloridaDEP.gov at least ten (10) days before the hearing [OR “within 10 days of publication of this notice” if no workshop is set, assuming you provide 21 days to request workshop]. If you have a hearing or speech impairment, please contact the agency using the Florida Relay Service, (800)955-8771 (TDD) or (800)955-8770 (voice).
THE PERSON TO BE CONTACTED REGARDING THE PROPOSED RULE IS: Doug Aarons. Florida Department of Environmental Protection, 2600 Blair Stone Road, MS 6511, Tallahassee, FL 32399-2400. Telephone (850)245-7672. Email: CCCL@FloridaDEP.gov.
THE FULL TEXT OF THE PROPOSED RULE IS:
62B-33.002 Definitions.
(1) through (2) No change.
(3) “Armoring” is a manmade structure designed to either prevent erosion of the upland property or protect structures from the effects of coastal wave and current action, and anticipated relative sea level rise. Armoring includes certain rigid coastal structures such as geotextile bags or tubes, seawalls, revetments, bulkheads, retaining walls, or similar structures but does not include jetties, groins, or other construction whose purpose is to add sand to the beach and dune system, alter the natural coastal currents, or stabilize inlet shorelines.
(4) “Armoring Replacement” is the complete replacement, no further seaward or immediately seaward (when abutting the existing structure), of existing armoring that has deteriorated, has exceeded its design service life or has been significantly damaged, with new armoring of similar design.
(5) “Armoring Upgrade” is an improvement to existing functional and intact armoring. Examples may include addition or extension of return walls, and increasing the cap elevation of the existing armoring.
(4) through (15) renumbered as (6) through (17) No change.
(18)(16) “Expendable Structure” means a structure that is subject to use or consumption, suitable for sacrifice, or is not essential to preserve, or is not necessary for the occupation of a habitable structure.
(19)(17) “Fifty (50)-foot Setback” or “Setback Line” is the line of jurisdiction established pursuant to the provisions of Section 161.052, F.S., in which construction is prohibited within 50 feet of the line of mean high water at any riparian coastal location fronting the Gulf of America Mexico or the Atlantic coast shoreline.
(18) through (26) renumbered as (20) through (28) No change.
(29)(27) “Major Reconstruction” is the complete or partial replacement or rebuilding, no further seaward or immediately seaward (when abutting the existing structure), to its original elevation level of protection, of a significant portion of an existing armoring structure which has failed or deteriorated or exceeded its service life.
(30)(28) No change.
(31)(29) “Marine Turtle Nesting Habitat” is all sandy beaches adjoining the waters of the Atlantic Ocean, the Gulf of America Mexico, and the Straits of Florida in all coastal counties and all inlet shorelines of those beaches. Nesting habitat includes all sandy beach and unvegetated or sparsely vegetated dunes immediately adjacent to the sandy beach and accessible to nesting female turtles.
(30) through (46) renumbered as (32) through (48) No change.
(49) “Relative Sea Level Rise” is defined as sea level rise measured by professionally accepted and approved tide gauge consistent with Section 380.093(3)(d)3.d., F.S.
(47) through (58) renumbered as (50) through (61) No Change.

(62)(59) “Vulnerable” is when an eligible structure is subject to either direct wave attack or to erosion from a 25-year 15 year return interval storm which exposes any portion of the foundation, or otherwise renders the infrastructure non-functional. Vulnerability will be determined by using the methodologies referenced in subparagraph 62B-33.0051(1)(a)2., F.A.C., or the “SBEACH-32 Users Interface Manual “dated January 10, 1996 http://www.flrules.org/Gateway/reference.asp?No=Ref-12082, “SBEACH Report 1”dated July 1, 1989, http://www.flrules.org/Gateway/reference.asp?No=Ref-12083, “SBEACH Report 2” dated May 1 1990, http://www.flrules.org/Gateway/reference.asp?No=Ref-12084, “SBEACH Report 3” dated May 1,1993, http://www.flrules.org/Gateway/reference.asp?No=Ref-12085, “SBEACH Report 4” dated April 1, 1996, http://www.flrules.org/Gateway/reference.asp?No=Ref-12086, and “SBEACH Report 5” dated August 1,1998, http://www.flrules.org/Gateway/reference.asp?No=Ref-12087 by the U.S. Army Corps of Engineers, which is hereby adopted and incorporated by reference, and which may be obtained at the following web address: www.dep.state.fl.us/beaches. Storm surge hydrographs shall include the effects of relative sea level rise in modeling efforts. 
Rulemaking Authority 161.052(11), 161.053(20), 161.085(5) FS. Law Implemented 161.052(1), (2), (3), (4), (5), (6), (7), 161.053(2), (4), (5), (6), (8), (9), (11), (12), (14), (17), (19), (21), 161.0535, 161.054(1), (2), (5), 161.085(1), (2), (3), (4), (6), (7), (8), (9) FS. History–New 11-18-80, Amended 3-17-85, 11-10-85, Formerly 16B-33.02, Amended 5-12-92, Formerly 16B-33.002, Amended 9-12-96, 1-26-98, 8-27-00, 7-1-01, 12-31-01, 6-13-04, 5-31-07, 7-17-08, 11-28-18, 7-29-20,          .
62B-33.004 Exemptions from Permit Requirements.
(1) No change.
(2) In addition to the exemptions provided in Section 161.053(11), F.S., the following are exempt from the provisions of Section 161.053, F.S., and this Chapter:
(a) through (b) No change.
(c) Minor activities that are not part of a larger project or development, and do not cause a disturbance to any significant or primary dune, do not disturb marked or known marine turtle nests or interfere with nesting and hatchling sea turtles, damage existing native salt-tolerant vegetation, obstruct public access, or damage adjacent properties. Exempt minor activities include:
1. Beach or deck furniture and awnings that can be removed from the beach at night or stacked in a manner to reduce interference with sea turtle nesting.
2. through 13. No change.
(3) No change.

(4) If the Department determines the proposed minor construction is exempt from the provisions of Section 161.053(11)(c)9., F.S., the Department shall issue a notice of exemption using the DEP exemption form. The exemption form, which is entitled “Exemption Determination Pursuant to Section 161.053 or 161.052, F.S.,” DEP Form #73-120 (Updated 3-05), is hereby incorporated by reference. A copy of the form can be obtained by contacting the Department of Environmental Protection, 2600 Blair Stone Road, MS 3522, Tallahassee, Florida 32399-2400, at https://floridadep.gov/water/coastal-construction-control-line/content/coastal-construction-control-line-cccl-forms or by telephoning (850)245-2094. The exemption notice shall be posted on the project site for the duration of the activity. If the proposed activity is determined not to be exempt, a permit pursuant to Section 161.053, F.S., and this chapter is required.

(5) No change.

Rulemaking Authority 161.052(11), 161.053(20) FS. Law Implemented 161.052(3), (4), (6), 161.053(1), (2), (4), (9), (11) FS. History–New 11-18-80, Amended 3-17-85, 11-10-85, Formerly 16B-33.04, Amended 5-12-92, 11-11-92, Formerly 16B-33.004, Amended 1-26-98, 8-27-00, 5-31-07, 11-28-18,          .
62B-33.005 General Criteria for Areawide and Individual Permits.
(1) through (8) No change.
(9) All structures, except those required for public safety, beach access, and those associated with dune restoration and special events, shall be located a sufficient distance landward of the beach and frontal dune. This distance landward shall be sufficient to allow permit natural shoreline fluctuations, to preserve and protect beach and dune system stability, and to allow natural recovery of the existing beach and seaward dune system to occur following storm-induced erosion. If such structure is proposed at a location where there is no frontal dune, but the project includes dune restoration to reestablish a frontal dune that is consistent with the frontal dune on adjacent properties, then the structure shall be located a sufficient distance landward of the beach and restored or reestablished frontal dune to permit natural shoreline fluctuations, to preserve and protect beach and dune system stability, and to allow natural recovery to occur following storm-induced erosion. Where a rigid coastal structure exists it must be certified by an engineer licensed in the State of Florida or determined by the Department to provide protective value from a 15-year or greater return interval storm event, and the proposed major structures shall be located a sufficient distance landward of the rigid coastal structure to allow for future maintenance or repair of the rigid coastal structure. Although fishing piers shall be exempt from this provision, their foundation piles shall be located so as to allow for the maintenance and repair of any rigid coastal structure that is located in close proximity to the pier.
(10) through (11) No change.
(12) In considering project impacts to native vegetation, the Department shall evaluate:
(a) through (d) No change. 
(e) The impacts to marine turtle nesting and hatchlings including dune vegetation trimming that increases light visibility from the nesting habitat. 
The Department shall restrict activities that lower the protective value of natural and intact beach and dune, coastal strand, and maritime hammock plant communities. Activities that result in the removal of protective root systems or reduce the vegetation’s sand trapping and stabilizing properties of vegetation are considered to lower its protective value. Construction shall be located, where practicable, in previously disturbed areas or areas with non-native vegetation in lieu of areas of native plant communities when the placement does not increase adverse impact to the beach and dune system. Planting of invasive nuisance plants, such as those listed in the Florida Exotic Pest Plant Council’s 2005 List of Invasive Species – Categories I and II, will not be authorized if the planting will result in removal or destruction of existing dune-stabilizing native vegetation or if the planting is to occur on or seaward of the dune system. A copy of this list is available on the Internet at www.fleppc.org; or can be obtained by contacting the Department of Environmental Protection, 2600 Blair Stone Road, MS 3522, Tallahassee, Florida 32399-2400; at https://floridadep.gov/water/coastal-construction-control-line/content/coastal-construction-control-line-cccl-forms or by telephoning (850)245-2094. Special conditions relative to the nature, timing, and sequence of construction and the remediation of construction impacts shall be placed on permitted activities when necessary to protect native vegetation and native plant communities. A construction fence, a designated location for construction access or storage of equipment and materials, and a restoration plan shall be required if necessary for protection of existing native salt-tolerant vegetation during construction.
(13) Special conditions relative to the nature, timing, and sequence of construction shall be placed on permitted activities when necessary to protect marine turtles and their nests and nesting habitat. In marine turtle nesting areas, all forms of lighting shall be shielded, and utilize long wavelength light sources only (e.g. 560 nanometers (nm) or longer and absent wavelengths below 560 nm) with all lamps recessed within well shielded, full cut-off fixtures or otherwise designed so as not to disturb marine turtles. Tinted glass or similar light control measures shall be used for windows and doors which are visible from the nesting areas of the beach. Tinted glass shall be 45 percent or less Visible Light Transmittance (VLT) inside to outside light transmittance on all non-opaque doors, walls, balcony, deck railings, and windows. Glass balcony and deck railings shall be tinted to 45 percent or less VLT when required to reduce visible lighting from the marine turtle nesting habitat, unless it is determined that not having tinted glass on balcony or deck railings will not adversely impact marine turtles or turtle nesting. Criteria that will be considered in making such a determination may include any of the following: absence of proposed exterior lights; whether the structure is located within the first line of construction landward of the primary dune or a coastal or shore protection structure; whether existing permanent structures block the direct line-of-sight of the proposed structure to the nesting habitat; or the height and configuration of the proposed structure. The Department shall suspend any permitted construction when the permittee has not provided the required protection for marine turtles and their nests and nesting habitat.
(14) through (15) No change.
Rulemaking Authority 161.052(11), 161.053(20), 161.085(5) FS. Law Implemented 161.052(2), 161.053(2), (4), (5), (6), (12), (17), (18), 161.085(1), (2) FS. History–New 11-18-80, Amended 3-17-85, 11-10-85, Formerly 16B-33.05, 16B-33.005, Amended 9-12-96, 1-26-98, 8-27-00, 6-13-04, 5-31-07, 11-28-18,          .
62B-33.0051 Coastal Armoring and Related Structures.
(1) General Armoring Criteria. In determining the appropriate means to protect existing private structures and public infrastructure from damage from frequent coastal storms, applicants should be aware that armoring may not be the only option for providing protection. Applicants are encouraged to evaluate other protection methods such as foundation modification, structure relocation, and dune restoration. If armoring (other than through the use of geotextile containers as the core of a reconstructed dune, which are governed exclusively by Chapter 62B-56, F.A.C.), is the selected option, the following siting, design, and construction criteria shall apply in order to minimize potential adverse impacts to the beach and dune system:
(a) Construction of armoring shall be authorized under the following conditions:
1. No change. 
2. The structure to be protected is vulnerable. The determination of vulnerability will be made utilizing a the dune erosion model that provides reasonable assurance that the structure to be protected is vulnerable. Examples of dune erosion models include the model contained in the report entitled “Erosion due to High Frequency Storm Events,” by the University of Florida, dated November 22, 1995, SBeach developed by the U.S. Army Corps of Engineers, or other models demonstrating reasonable assurance including calibration and verification for application in the project vicinity which is incorporated herein by reference. Where direct application of the model shows that the structure to be protected is not vulnerable, but the construction otherwise meets the requirements of this rule chapter, an applicant may further demonstrate vulnerability by taking into account the effects of shoreline change rates, natural physical features, and existing manmade structures in accordance with the following circumstances:
a. through b. No change.
c. Where an eligible structure is located on a dune or escarpment and the dune erosion model predicts that the erosion from a 25-year 15-year return interval storm would fall landward of the existing dune crest or escarpment and seaward of the eligible structure, and where the applicant has provided the Department appropriate geotechnical analysis by a qualified professional engineer specialized in geotechnical or foundation engineering which demonstrates that the structure would be in danger of imminent collapse following the occurrence of erosion from a 25-year 15-year return interval storm. Imminent collapse means the structure’s foundation will fail due to its own weight under normal conditions, resulting in structural damage to the supported structure.
d. No change.
3. A gap exists, that does not exceed 250 feet, between a line of rigid coastal armoring that is continuous on both sides of the unarmored property. For the purposes of this subparagraph, continuous means a minimum of two consecutive armored properties, or twice the length of the proposed armoring. Such adjacent armoring shall not be deteriorated, dilapidated, or damaged to such a degree that it no longer provides adequate protection to the upland property, and of equivalent type of armoring as the proposed armoring. The top of the adjacent armoring must be at or above the still water level, including setup, for the design storm of a 15-year return interval storm plus the breaking wave calculated at its highest achievable level based on the maximum eroded beach profile and highest surge level combination. The adjacent armoring must be stable under the design storm of 15-year return interval storm, including maximum localized scour with adequate penetration, and must have sufficient continuity or return walls to prevent upland erosion and flooding under the design storm of 15-year return interval storm. Such installation shall:
a. through c. No change.
d. Not exceed the highest elevation of level of protection provided by the adjoining walls; and,
e. No change.
4. through 5. No change.
(b) No change. 
(c) Minor and major reconstruction, armoring replacement and armoring upgrades are reconstruction of existing armoring is exempt from the conditions of paragraph 62B-33.0051(1)(a), F.A.C., provided that the proposed construction would not result in a significant adverse impact.
(d) Major reconstruction of existing armoring is exempt from the requirements of subparagraph 62B-33.0051(1)(a)2., F.A.C., unless the habitable structure protected by the armoring has been destroyed to the extent that it requires rebuilding.
(2) Siting and Design. Armoring shall be sited and designed to minimize adverse impacts to the beach and dune system, marine turtles, native salt-tolerant vegetation, and existing upland and adjacent structures and to minimize interference with public beach access, in accordance with the following criteria:
(a) Siting. Armoring shall be sited as far landward as practicable to minimize adverse impacts while still providing protection to the vulnerable structure. In determining the most landward practicable location, the following criteria apply:
1. through 2. No change.
3. Armoring, except that which adjoins adjacent existing armoring, shall be sited a sufficient distance inside the property boundaries to prevent destabilizing the beach and dune system on adjacent properties or increasing erosion of such properties during a storm event. Return walls, except those parts of proposed armoring that adjoins adjacent existing armoring, shall be sited as close to the building as practicable while ensuring the building is not damaged and space is allowed for maintenance.
4. through 5. No change.
(b) Design. Armoring shall be designed to provide protection to vulnerable structures while minimizing adverse impacts and shall be designed consistent with generally accepted engineering practice. The following criteria apply:
1. Coastal armoring structures shall be designed for the anticipated wave runup, overtopping, erosion, scour, and anticipated water loads of the design storm event. Design considerations shall consider anticipated relative sea level rise for the next 30 years. Armoring shall have a minimum design life of 30 years and designed to withstand a minimum 15 year return interval storm. Design procedures are available in the latest edition of the Department of the Army Corps of Engineers’ Coastal Engineering Manual (EM 1110-2-1100), or other similar professionally recognized publications.
2. No change.
3. All armoring shall be designed to remain stable under the hydrodynamic and hydrostatic conditions for which they are proposed. Armoring shall provide a level of protection generally compatible with existing topography or adjacent armoring, not to exceed a 50-year design storm.
4. through 7. No change.
(c) No change.
(3) Marine Turtle Protection. Construction of armoring shall not be conducted during the marine turtle nesting season if the Department determines that the proposed construction will result in a significant adverse impact, except as allowed under subsection 62B-33.0051(5)(6), F.A.C., or unless under the provisions of Rule 62B-33.014, F.A.C., emergency permitting procedures are enacted. No additional armoring shall be permitted on public lands in the Archie Carr National Wildlife Refuge. For the purposes of this provision, public lands means lands owned by local, state, or federal governments, or any lands acquired for the specific purpose of allowing them to be managed as part of the refuge. This ban does not apply where armoring is necessary, and there is no reasonable alternative, to protect public infrastructure as that term is defined in Section 161.085, F.S.
(4) No change.
(5) Emergency Protection. Upon the occurrence of a coastal storm which causes erosion of the beach and dune system such that existing structures have either become damaged or vulnerable to damage from a subsequent frequent coastal storm, pursuant to Section 161.085, F.S., the governmental entity may take emergency protection measures to protect public infrastructure and private structures within its jurisdiction. Alternatively, upon declaring a shoreline emergency and providing notification to affected property owners and to the Department, the governmental entity may issue permits authorizing private property owners within their jurisdiction to protect their private structures. Local governments shall not authorize the use of geotextile containers. Emergency protection measures shall be subject to the following: 
(a) through (j) No change.
(k) If installation of emergency protection structures occurs during the marine turtle nesting season, the following measures for the protection of marine turtles shall be implemented prior to siting and during installation of the emergency protection structure:
1. through 2. No change.
3. Construction and storage of equipment or materials shall be conducted from or located at upland locations landward of the nesting habitat beach.
4. No change.
(l) through (m) No change.
(6) No change.
Rulemaking Authority 161.053(20), 161.085(5) FS. Law Implemented 161.053(2), (4), 161.085(1), (2), (3), (4), (6), (8) FS. History–New 9-12-96, Amended 1-26-98, 8-27-00, 7-1-01, 6-13-04, 7-3-05, 5-31-07, 7-17-08,            .
62B-33.008 Application Requirements and Procedures for Areawide and Individual Permits.
(1) Any person desiring to obtain a permit for construction seaward of the CCCL or 50-foot setback from the Department, except those persons applying pursuant to the emergency procedures in Rule 62B-33.014, F.A.C., shall submit a completed application form to the Department at the address below. The permit application form, which is entitled “Application for a Permit for Construction Seaward of the CCCL or 50 Foot Setback” – DEP Form #73-100, [effective date] September 2018, is hereby adopted and incorporated by reference, located at here: http://flrules.org/Gateway/reference.asp?No=Ref-18963 http://www.flrules.org/Gateway/reference.asp?No=Ref-09946 . Copies of the form can be obtained by contacting the Department of Environmental Protection, 2600 Blair Stone Road, MS 3522, Tallahassee, Florida 32399-2400; at https://floridadep.gov/water/coastal-construction-control-line/content/coastal-construction-control-line-cccl-forms or by telephoning (850)245-2094. The application shall contain the following specific information:
(a) through (g) No change.
(h) A dimensioned site plan. The drawings shall be signed and sealed by a registered professional. The site plan shall include:
1. The locations and exterior dimensions of all proposed structures, including foundations and other activities, and the bearings and distances measured perpendicularly from the CCCL or 50-foot setback to the seaward corners of the foundations of any major structures or the seaward limit of any coastal or shore-protection structure.

2. through 11. No change. 
(i) through (j) No change.

(k) For rigid coastal structures, engineering calculations for design anticipated wave runup, overtopping, erosion, scour, and anticipated loads of the design storm event, a dimensioned site plan and detailed final construction plans and specifications for all proposed structures or excavation. These documents shall be signed and sealed by an engineer licensed in the State of Florida and shall bear the certification specified in paragraph 62B-33.0051(2)(c), F.A.C., and the site plan shall include all information required in subsection 62B-33.0081(1), F.A.C.
(l) through (o) No change.
(2) through (7) No change.
(8) As an alternative to the above procedure, the Department issues field permits for certain minor structures and activities if the Department determines the activity has minor impacts. The field permit form that, is entitled “Field Permit Pursuant to Section 161.053 or 161.052, Florida Statutes F.S.,” DEP Form 73-122 (effective date) (Revised 3/05), is hereby adopted and incorporated by reference, located at http://flrules.org/Gateway/reference.asp?No=Ref-18961. A copy of the form can be obtained by contacting the Department of Environmental Protection, 2600 Blair Stone Road, MS 3522, Tallahassee, Florida 32399-2400, at https://floridadep.gov/water/coastal-construction-control-line/content/coastal-construction-control-line-cccl-forms or by telephoning (850)245-2094.
(9) through (10) No change.

Rulemaking Authority 161.052(11), 161.053(20), 161.085(5) FS. Law Implemented 161.052(2), 161.053(2), (4), 161.085(1), (2), (12) FS. History–New 11-18-80, Amended 7-7-81, 3-17-85, 11-10-85, Formerly 16B-33.08, Amended 8-7-86, Formerly 16B-33.008, Amended 1-26-98, 8-27-00, 12-31-01, 6-13-04, 5-31-07, 11-28-18,          .
62B-33.0081 Survey Requirements.
(1) The certified survey of the subject property, which is required by paragraph 62B-33.008(1)(e), F.A.C., shall include the following information:
(a) through (k) No change.
(l) When the topographic contours of the subject property are uniform in nature in the shore-normal direction throughout the project area, show (1) a minimum of three transects, (2) one transect per lot line, and (3) one transect per 100 feet of shore-normal direction, with data points at 25-foot intervals and at one-foot or greater changes in elevation on each transect. In project areas that are irregular or not uniform in nature or where abnormal topographic entities exist in a dune system, provide sufficient transect data points and elevations to establish a one-foot two-foot contour interval throughout the dune system.
(m) through (n) No change.
(2) through (3) No change.
Rulemaking Authority 161.052(11), 161.053(20), 161.085(5) FS. Law Implemented 161.052(2), 161.053(2), (4), 161.085(1), (2) FS. History–New 6-13-04, Amended 5-31-07,      .
62B-33.0086 Electronic Submittals.
An electronic application (“Application for a Permit for Construction Seaward of the CCCL or 50-Foot Setback” – DEP Form 73-100), adopted and incorporated by reference in subsection 62B-33.008(1), F.A.C., must be submitted to the Department via email at CCCL@dep.state.fl.us, together with the appropriate fee listed in Rule rule 62B-33.0085, F.A.C., to obtain a CCCL permit. Information saved on an electronic storage device can be mailed to 2600 Blair Stone Road, MS 3522, Tallahassee, Florida 32399-2400. Unless otherwise specified herein, all files shall be in pdf format and shall not exceed 20 MBs in size per file submitted. If the applicant provides a written statement that the electronic submittal requirements pose a substantial technical or financial hardship, the electronic submittal requirements may be waived, and the documents may be submitted to the above address. When submitting the electronic information, the applicant shall use the following standards:
(1) Submit the “Application for a Permit for Construction Seaward of the CCCL or 50-Foot Setback” (DEP Form 73-100), adopted and incorporated by reference in subsection 62B-33.008(1), F.A.C., in a searchable electronic format. The Department encourages property owners to complete their application online at the link below and submit the completed application via email following the instructions given on the website; https://floridadep.gov/rcp/coastal-construction-control-line/content/coastal-construction-control-line-cccl-forms https://floridadep.gov/water/coastal-construction-control-line/content/coastal-construction-control-line-cccl-forms;
(2) through (7) No change.
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