69A-62.007 Minimum Requirements for Class 9 Protection.

(1) To be considered for Class 9 protection, the following minimum facilities must be available:

(a) Organization:

1. The fire department shall be organized on a permanent basis under applicable state or local laws. The organization shall include one person responsible for operation of the department, usually with the title of chief.

2. The fire department must serve an area with definite boundaries. If a municipality is not served by a fire department solely operated by or for the governing body of that city, the fire department providing such service shall do so under a contract or resolution. When a fire department’s service area involves one or more jurisdictions, a contract shall be executed with each jurisdiction served.

(b) Membership: The department shall have a sufficient number of firefighters/members to assure the response of at least 4 firefighters/members that can assemble at the scene of a fire as contemplated by subsection (1) of Rule 69A-62.003, F.A.C., to be compliant with Rule 69A-62.003, F.A.C., the two-in, two-out rule. The fire chief may be one of the 4 responding firefighters/ members.

(c) Training: Training for active members shall be conducted at least 2 hours every 2 months.

(d) Alarm Notification: Alarm facilities and arrangement shall be such that there is no delay in the receipt of alarms and the dispatch of firefighters and apparatus.

(e) Apparatus: 

1. The fire department shall have at least one piece of apparatus meeting the general criteria of Section 106E, of the Fire Suppression Rating Schedule from ISO, which is located at 545 Washington Blvd., Jersey City, NJ 07310-1686 or which may be found at www.iso.com.

2. Automotive Fire Apparatus: The apparatus shall have a permanently mounted pump capable of delivering 50 gpm or more at 150 psi, and a water tank with at least 300-gallon capacity.

(f) Records: Records shall indicate date, time and location of fires, the number of responding members, meetings, training sessions, and maintenance of apparatus and equipment. A roster of fire department members must be kept up-to-date.

(g) Equipment: Each fire department shall keep and maintain the following equipment:

1. At least two 150-foot lengths of 3/4 or 1 inch fire department hose, 1 1/2 inch pre-connected hose, or the equivalent, each with a nozzle capable of discharging either a spray or a straight stream.

2. Two portable fire extinguishers suitable for use on Class A, B and C fires. The minimum size shall be 20 BC rating in dry chemical, 10 BC rating in Co2, and 2A rating in water-type extinguishers.

3. One 12-foot ladder with folding hooks.

4. One 24-foot extension ladder.

5. One pick-head axe.

6. Two electric hand lights.

7. One pike pole.

8. One bolt cutter.

9. One claw tool.

10. One crowbar.

(h) Housing: Apparatus shall be protected from the weather.

(2) In addition, the fire department must have:

(a) A minimum of four (4) self-contained breathing apparatus, and

(b) A minimum issue of personal protective clothing for structural firefighting for each firefighter.

(3) Each organized fire department shall maintain sufficient insurance coverage on each member of the fire department to pay claims for injuries sustained en route to, during, and returning from fire calls or other emergencies and disasters and scheduled training sessions.

(4)(a) The chief of any fire department that includes volunteer firefighters shall maintain a current, complete Roster of Volunteer Firefighters utilizing form DFS-K4-1581, effective 05/04, which is hereby adopted and incorporated by reference, utilizing the online database found at www.floridastatefirecollege.org.
(b) Form DFS-K4-1581 shall be completed by the Fire Chief or the designee of the chief.

Specific Authority 633.01(1), 633.821 FS. Law Implemented 633.45(1)(a), 633.821 FS. History–New 9-6-04, Amended 1-1-09.
